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1. Location: 

The pump station is oast of Buzau, north of the Buzau-Ramnic 
La rat railroad trunk line, half-way between the Luzau railroad 
station and the railroad bridge across the Buzau River. The houses 
of Luzau are north and east of the pump station; vegetable gardens 
extend east of it as far as the Buzau ^iver, a railroad spur track 
branching off the trunk line leads to the loading platform of the 
pump station, 

2. Buildings, layout and installations: 

The pump station consists of four buildings: 

a. The first is an old one-story brick building of about 60 x 12 s 
8 meters. The pumps previously installed in this building were 
of the Rcttiiington type. The new pump types are unknown. 


b» About 40 meters northeast of tlxe building described in para a, 
is another building of the same size which was still under con- 
struction in 1948. 'iiie pumps had not been installed. 

cu a small-size pump house which was reconditioned in 1947, is 
about 20 meters northeast of the building described in para a. 

It is a brick building, of about 20 x 8 x 6 meters. The pumps 
were installed in late 1948, but were not in operation. 


d. About 80 meters northeast of the building described in para c, 
is another house of the same size as the M o" building. This buil- 
ding was completed, furnished, equipped and put into operation 
in late 1948. 


e. Four 1,200-ou.m. tanks arranged in a roxv at 30-meter inter- 
vals are about 50 meters beyond the "c" and "d" buildings. An- 
other three 2,000-cu.ra. tanks, 30 meters apart, are about 80 me- 
ters from the above menti&ned tanks. 


f. The loading platform, about 150 meters long, parallels the 
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railroad spur track at a 5-raeter intorval. Ten railroad tank 
oars can to loaded at tho sane tine* (soo Annex) 


5. Operation: 

The pumps are driven by eleotric motors, power being sunnlied 
from tlie municipal network of tho tom of i/Uzau . The buzau 
pump station is very productive . The orude oil produced in the 
Arbannsi area is pumped in an the crude oil and the crude oil 
derivatives carried by the Ploosti-Cernavoda trunk nine line 
aro boosted by this station. 


Comment: 


The reported pump station belongs to the Laicoi-Luzau-Cernavodd- 
Constanta pipe line. The dianetsr of this pipe line is 229 mm 
In the liaicoi-huzau section and 254 mm in the Luzau-Constanta 
section. The mzau pump station is 90 km from iaicoi, the origin 
of the pipe line, and 210 km from Constanta, tho terminal of 
the pipe line. 


1 Annex: blueprint. Pumping station in ^uzau . 
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